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The FCSS-T1E Hub is the right solution for Convergence, Securnitglit§) of Service
and Wireless Point to Multipoint networks. It has been assesskd frekd with large-
scale Army, Navy, Air Force and Marine operations under a vaokegquipment and
transmission configurations during JUICE 06 and JUICE 07 Joint eggrcifn each

configuration, our equipment maintained the integrity of required TRAGISand
encryption technologies while allowing adequate bandwidth to accomplish themmiss
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FCSS-T1E Hub with KIV-19A’s in transit
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Concentrator Specifications

Three Interface Control Module — Ethernet (ICM-E) with one WAN Interface Module (XPOD), up to
two Interface Module Options (IPOD's), and built-in 10/100 Base-T Ethernet Port

Each ICM-E contains one CPOD Switch Processor Module, one built-in 10/100 Ethernet Port, 32Mb
of RAM for system processor, and 4Mb packet memory

Up to three (Not Interchangeable with the FCSS-T1E(S) ICM-Es)

20Mb Serial ATM (1 port)

OC3/STM-ATM (1 port, singlemode or multimode)
DS3 ATM (1 port)

Other available

20Mb Serial ATM (4 ports)

D&1 Circuit Emulation (4 ports)

10/100 Base-T Ethernet (4 ports)

OC3/STM-ATM {1 or 2 ports, singlemode or multimode)
Others available

Synchronous Data over AAL1
LAN switching over AALS

Native ATM cell switching
Transport Video over AAL1/AALS

AC-Power Supply Unit (PSU): 90 to 132 VAC, or 180 to 264 VAC, 47-63 Hz, Fan Cooled. Two
redundant 300 power supplies

Clock Sources: Internal Reference Oscillator, recovered from user-specified interface

0° to 40°C Operating, -40° to 70°C Storage, 5 to 95% Humidity (non-condensing), -500ft to 10000ft
(-152m to 3048m)

17.5"Wx 12°D x 7"H, 34 Ibs. fully loaded
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4 WAN PORT SIPe

Interface: 10/100/1000 Base-T, Half/Full Duplex, Auto-Negotiate
Connector: 4 RJ45 ports for direct connection to WAN transport
device

Speeds: Programmable, 3Kbps to 8192 Kbps
Interface: RS232, RS530, RS-530A, RS449, V.35, X.21
Connector: 4 DB25 Female (DCE)

Clock Source Internal, External, Remote

Interface: 10 Base-T, Half/Full Duplex
Connector: RJ45

Interface: RS232/V.24
Baud Rate: 9600 to 115.2K
Connector: 4 DB9 Female (DCE)

Input Voltage: 8 to 28 Volts DC
110 to 220 VAC (external supply)
Consumption: 13.2 Watts

Operating Temperature: 0°to 55°C
32°to 130°F
Humidity: Up to 90% non-condensing

Size: 19"W x 14"D x 1.75"H
48.26 x 35.36 x .445 cm
Weight: 11.5 Ibs.
5.216Kg
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